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Закрытое акционерное общество 

Научно-производственное предприятие
“Теплогазавтоматика“ 







Line Heater PP-0.63A/Zh, PBT-1.6M/Zh, PP-1.6A/Zh, PPT-02G/Zh
 Ordering Data Sheet
	Customer:                                                                                                          Date:

	Customer’s address:

	Contact person:

	Object name and location:

	Phone:                      Fax:                        Equipment delivery date:


	Question
	Answers

	1. OPERATING PARAMETERS 

	 Heater operating mode
	

	 Oil related performance (range) t/day
	

	Maximal oil inlet pressure, MPa
	

	Allowable pressure drop inside process coil, MPa
	

	Oil temperature,  °С
	

	                   Inlet
	

	                   Outlet
	

	2. HEATED OIL PARAMETERS

	Watercut  % (mass)
	

	GOR, m³/m³
	

	Paraffins, % (mass)
	

	Resins, % (mass)
	

	Asphaltenes, % (mass)
	

	Coke, % (mass)
	

	Sulphur % (mass)
	

	Impurities % (mass)
	

	Density at 20°С, kg/ m³
	

	Kinematic viscosity at 20°С, cSt
	

	3. FUEL PARAMETERS

	Fuel type
	

	Inlet pressure, MPa
	

	Temperature, °С
	

	Primer burner ignition (fuel or bottled gas)
	

	4. AUTOMATION SYSTEM REQUIREMENTS

	Emergency signals (excluding ones managed in serial furnace)
	

	Additional parameters (oil, gas inlet temperature, oil and gas rate, etc.)
	

	Automation system unit placement (operator’s room, local automation block)
	

	Operator’s post: LCD-panel with control buttons at controller cabinet, computer monitor (SCADA-interface)
	

	Access to upper level-interface protocol
	

	Backup (number of channels) %
	


Comments/ Special requirements:
_______________________________________________________________________________________________

_______________________________________________________________________________________________

_______________________________________________________________________________________________

_______________________________________________________________________________________________

Please contact construction department of Research and Production Enterprise “Teplogazavtomatika” (Ufa):

Address: 450022, Ufa, Mendeleeva str., 137. Mailbox: 450078, Ufa-78, P.O.B. 40

Contact phones: (3472) 53-65-08, 79-80-19, 79-80-59, 92-50-02.

E-mail: neftemash@teplogaz.ru, teplogaz@teplogaz.ru









